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Model  Max  A  B  C  P  Kg
 (Ton)      (mm)      (mm)      (mm)     (mm) 

CAX 2H   2  430  740    445  6  5,8

CAX 3   3  315  540    330  6  3,9

CAX 5   5  365  605    420  6  6,5

CAX 8   8  370  600    430  6  9,7

CAX 8H   8  550  970    600  7    13,8

CAX 12S   12  320  500     230  Spindel    11,6

CAX 12HS  12  475  725     395    Spindel    15,0

Model  Max  A  B  C  D  E  F    Kg
 (Ton)      (mm)      (mm)    (mm)    (mm)        (mm)      (mm) 

CBJ 3   3   170  100    60  330    105x108  25  3,6

CBJ 5   5   202  111    75  388    115x118  32  4,7

CBJ 10   10  228  153    90  471    136x139  40  8,0

CBJ 15   15  222  127    69  418    135x138  41  8,6

CBJ 20   20  211  137    61  409    140x153  46  9,8

CBJ 25   25  246  158    62  466    155x168  50  12,3

CBJ 30   30  235  147    56  438    172x173  57  15,9

CBJ 50   50  260  135    50  445    170x212  75  28,5

CBJ-T 10  10  233  258    47  538    170x173  40  14,4

Bottle jacks 3 - 50 ton

Axle stands 2 - 12 ton

Can be used in horizontal 
position. Limited stroke.

Solid 
spindles.

Solid 
pillars.

Fully welded 
structure in high 

quality steel.

0800 436 436
treadwayequipped.co.nz

enquiries@treadwayequipped.co.nz

Helping you do your job  
the best way you can.




